ADDENDUM NO. 02

Issued: 12.21.23

Project: Franklin Elementary School, 201 West Mill Street, Liberty, Missouri 64068
Alexander Doniphan Elementary School, 1900 Clay Drive, Liberty, Missouri 64068

Project No. 23027
23028

Owner: Liberty Public Schools
8 Victory Lane
Liberty, MO 64068

Bidding Documents Issued: 11.30.23

This Addendum includes these 1 page[s] and the following attachments:

Project Manual:
No changes

Drawings:
Revised Architectural Sheets: A621, A681

DRAWINGS REVISIONS

A1 SHEET A621 INTERIOR ELEVATIONS
   A1.1 REVISED Detail D1A621 Keynote
   A1.2 REVISED Detail G1A621 Keynote

A2 SHEET A681 MATERIAL FINISH LEGEND, SCHEDULE & ELEVATIONS
   A2.1 REVISED Room Finish Legend B100 Office Floor Finish

END OF ADDENDUM NO 3
**GENERAL FINISH NOTES**

1. Refer to finish floor plans, reflected ceiling plans, elevations, and details for extent of multiple finishes.

2. Do not paint natural, manufactured stone, brick, glazed block or other unfinished materials.

3. Do not apply adhesive or other finish materials directly to plywood or fiberboard panels.

4. Paint vertical, parapet, and all exterior applications specified to be horizontal, finish as noted on but or rock finish #3 and #4 finishes.

5. Paint all exposed ceilings designated as #47C as indicated on the finish schedule. Painting includes, but is not limited to, exposed structure, joists, beams, ceilings, existing color panels, electrolyte and environmental elements.

6. Paint all interior hollow metal doors and frames to match adjacent walls.

7. Paint all interior hollow metal doors and frames to match adjacent walls.

8. Paint or finish the following items to match adjacent paint or finish:
   - Electrical panels & finished boxes
   - Viable portion of installed taping, taping paper, and exposed finish paper
   - Visible portion of equipment and mechanical equipment behind vents, grilles and diffusers
   - Unfinished speaker outlet grilles
   - Visible portions of ductwork and mechanical equipment behind vents, grilles and diffusers

9. Provide 4" backsplash, unoccluded.

10. Provide 1" overhang at all countertops, unoccluded.

11. Provide one 2" diameter grommet per 30 inches of knee-space – reception counters and other locations – coordinate exact location with owner.

12. Refer to plumbing drawings for locations of sink and other plumbing fixtures located within locations.

13. All base cabinets are to be 24" deep, unoccluded.

14. All upper cabinets are to be 16" deep, unoccluded.

15. All tall storage and wardrobe cabinets are to be 24" deep, unoccluded.

16. All cabinet doors are to be 6" high, unoccluded.

17. All shelf storage and adjustable cabinets are to be 12" high, unoccluded.

18. All cabinets and bases are to have logo.

19. All cabinetry to have logo.

20. Provide vinyl floor at back and side walls of all closets except for #24 cabinets.

**MATERIAL FINISH LEGEND**

**MATERIAL FINISH LEGEND**

<table>
<thead>
<tr>
<th>Material</th>
<th>Color/Finish</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Carpet C3</td>
<td>09 68 13</td>
<td>Interface Detours Ahead</td>
</tr>
<tr>
<td>Ceiling CLG3</td>
<td>09 51 13</td>
<td>Armstrong 1772 Dune 24&quot; X 24&quot; X 5/8&quot; White</td>
</tr>
<tr>
<td>Ceiling CLG4</td>
<td>09 51 13</td>
<td>Armstrong 1773 Dune 24&quot; X 48&quot; X 5/8&quot; White</td>
</tr>
<tr>
<td>Concrete Finish CON1</td>
<td>03 30 00</td>
<td>Clear Sealed Concrete Finish</td>
</tr>
<tr>
<td>Fabric F2</td>
<td>10 21 23</td>
<td>Maharam Moderate 2, 511519 009 Calming</td>
</tr>
<tr>
<td>Floor (Poured) Topping FT1</td>
<td>09 67 23</td>
<td>Desco Cremona TG 33% SW7653, 32% SW7018, 35% SW7625</td>
</tr>
<tr>
<td>High Performance Coating HP1</td>
<td>09 91 23</td>
<td>Sherwin Williams SW7011 Natural Choice</td>
</tr>
<tr>
<td>High Performance Coating HP2</td>
<td>09 91 23</td>
<td>Sherwin Williams SW7015 Repose Gray</td>
</tr>
<tr>
<td>Resilient Base &amp; Accessories RB3</td>
<td>09 65 13</td>
<td>Roppe 4&quot; Cove 123 Charcoal</td>
</tr>
<tr>
<td>Resilient Flooring RF2</td>
<td>09 65 19</td>
<td>Interface Brushed Lines A01605 Graphite Install Ashlar</td>
</tr>
<tr>
<td>Simulated Stone SS1</td>
<td>12 36 66</td>
<td>Corian Solid Surface Everest</td>
</tr>
<tr>
<td>Tile T5</td>
<td>09 30 00</td>
<td>Daltile Colorwheel 4X8 1174 Sea Breeze</td>
</tr>
<tr>
<td>Tile T6</td>
<td>09 30 00</td>
<td>Daltile Articulo 6X18 AR06 Editorial White</td>
</tr>
<tr>
<td>Trim TR1</td>
<td>09 30 00</td>
<td>Schluter Schiene</td>
</tr>
<tr>
<td>Trim TR2</td>
<td>06 40 23</td>
<td>Fry Reglet Millwork Trim - L Channel 3/4&quot; MWCL75, ANODIZED ALUMINUM</td>
</tr>
<tr>
<td>Wall Coverings WC1</td>
<td>10 26 00</td>
<td>Korogard .040&quot; Sheet Lavender</td>
</tr>
</tbody>
</table>

**ROOM FINISH SCHEDULE**

**ROOM FINISH SCHEDULE**

<table>
<thead>
<tr>
<th>Room</th>
<th>Material</th>
<th>Color/Finish</th>
<th>Notes</th>
</tr>
</thead>
</table>

**ROOM SCHEDULE REMARKS**

1. Provide level 5 finish for gypsum board surfaces where WGX is designated. Ref: finish floor plans and equipment locations for transitions clarification.

2. Paint existing windows and finished floors to match adjacent wall finish.

3. Paint to be 60" high (on all walls) surfaces except where specified at 72" H.P. (L), unoccluded.

4. Proceed with anchor treatments.

**SHEET NOTES**

1. IMPORTANT: SHEET SIZE FOR SHEET INDEX 2. COORDINATE LOCATIONS WHERE BACKING REQUIRED FOR WALL HUNG CASEWORK, MARKERBOARDS, AND TECHNOLOGY CONSTRUCTION DOCUMENTS

3. COLOR/MATERIAL TRANSITIONS ARE NOTED WHEN THEY DO NOT OCCUR AT BOARD CORNERS

4. PROVIDE 10 26 00.A04 (WC1) ON ALL WALL SURFACES EXCEPT WHERE INDICATED AT 48" H.A.F.F., UNOCCLUDED.

5. PROVIDE 4" BACKSPLASH, UNOCCLUDED.

6. PROVIDE 1" OVERHANG AT ALL COUNTERTOPS, UNOCCLUDED.

7. PROVIDE ONE 2" DIAMETER GROMMET PER 30 INCH OF KNEE-SPACE - RECEPTION COUNTERS AND OTHER LOCATIONS – COORDINATE EXACT LOCATION WITH OWNER.

8. REFER TO PLUMBING DRAWINGS FOR LOCATIONS OF SINKS AND OTHER PLUMBING FIXTURES LOCATED WITHIN ROOMS.

9. PROVIDE WOOD CLEAT AT BACK AND SIDE WALLS OF ALL BASE CABINETS.

10. PROVIDE WOOD CLEAT AT BACK AND SIDE WALLS OF ALL UPPER CABINETS.

11. PROVIDE WOOD CLEAT AT BACK AND SIDE WALLS OF ALL TALL STORAGE AND WARDROBE CABINETS.

12. REFER TO PLUMBING DRAWINGS FOR LOCATIONS OF SINKS AND OTHER PLUMBING FIXTURES LOCATED WITHIN ROOMS.